
ECOPETROL - GASOLINE REQUIREMENT - JUNE 2022 

IN ORDER TO ACCEPT THE OFFER AND BECOME ELIGIBLE, THE COMPANY MUST BE REGISTERED AS COUNTERPARTY IN ECOPETROL SYSTEMS.

Min Max

Antiknock index - ASTM D2699 (RON) AND ASTM D 2700 (MON) 

Lead g/L ASTM D3237 or ASTM D5059 0,013 

Sulphur, PCT / PW (ppm) ASTM D2622 / D 4294 / D5453 50

Copper corrosion, 3h at 50°C Clasificación ASTM D-130 1

Gum mg/100 ml ASTM D381 5

Dist. 10% vol evaporated °C ASTM D-86 / D-3710 70 

Dist. 50% vol evaporated °C ASTM D-86 / D-3710 77 121 

Dist. 95% vol evaporated °C ASTM D-86 / D-3710 190 

Final boiling point °C ASTM D-86 / D-3710 225 

Vapor pressure, at 37,8 °C (DVPE or RVP) Psi (Kpa) ASTM D5191 / D323 / D4593 8 (55) 

Oxidation stability at 100°C minutes ASTM D525 240 

Aromatics % Vol. ASTM D 6839 / D 6729 / D-6730 28

Benzene % Vol. 
ASTM D5580 or ASTM D3606 or ASTM D6729 / 

ASTM D 6730 
1

Report

RON  (Research octane number) - ASTM D-2699 84

Item Units Test Method
Specification

We have the following requirement:

150 kbls cargo DAP BARRANQUILLA:

 •JUNE 10-14 – to be narrowed to two days by Ecopetrol

Quality: RON 84,7 (as per table below)

We will also consider FOB offers.

Please revert with your offers by next Tuesday May 24rd, 2022, (11:00 AM Houston time), to the addresses: 

GASOLINE– RON 84


